
DO41 Packing Configuration: 
Figure 1.0

DO41
Packing Information

Packing Option Standard
F056 Option
(lead bend)

Packing type TNR BULK

Qty per Reel/Tube/Bag 4,000 2,000

Reel Size 13” Dia NA

DO41 Unit Orientation

Inner Box Barcode Label Sample_(BOXTNR)Reel Barcode Label Sample_(F63TNR)

Max qty per Box 20,000 8,000

LOT: 

FSID:   

D/C1: QTY1:  

QTY2:  

SPEC REV:

FAIRCHILD SEMICONDUCTOR.

QTY: 

(F63TNR)6.1

SPEC: 

2nd Level interconnect:
1.Category e3
2.Maximum safe temperature 360C
3.MSL N/A

RoHS
COMPLIANT

D/C2:  
Pb-free

LOT: 

FSID:   

D/C1: QTY1:  

QTY2:  

SPEC REV:

FAIRCHILD SEMICONDUCTOR.

QTY: 

(BOXTNR)3.1

SPEC: 

2nd Level interconnect:
1.Category e3
2.Maximum safe temperature 360C
3.MSL N/A

RoHS
COMPLIANT

D/C2:  
Pb-free

DO41 Reel Dimension
Figure 2.0



DO41 Taping Dimension for standard option
Figure 3.0

DO41 Bulk Packaging Configuration for lead bend Option (F056) 
Figure 4.0

2000 units per bag
4 bags per box

NOTES:

A. ALL DIMENSION ARE IN MILLIMETERS UNLESS
OTHERWISE SPECIFIED

B. DRAWING FILE NAME: PKG-DO41AREV1


